
The two toroids in the 500-MeV line tend to pick up kicker noise because 

of the time coincidence. This problem is still being worked on and 

hopefully will be resolved. 

We use the kicker magnets at low field level to produce a fast coherent 

oscillation and analyze the fast position signal with a spectrum analyzer. 

1. Question: 

Do you really need profile monitors in L3 and L4 for injection 

profiles? You want to match the a and B emittance to avoid unnecessary 

beam losses and to optimally fill the acceptance of the ring. 

N. Radio Frequency Shielding, C. W. Planner, RL 

The SNS will use a ceramic vacuum chamber in the regions with magnetic 

fields, since the fields oscillate at 50 Hz. Our calculations show that the 

rf wall impedance will be too high for stable beam motion unless something 

is done to modify the selectromagnetic environment of the beam. 

In the SNS, the longitudinal coupling impedance is dominated by the 

capacitive term, which contains the factor (1 + 2 Rn b/a). We propose to 

minimize this term by making the &amber radius b equal to the beam radius 

a. We will follow the beam profile around the machine with a boundary which 

terminates the beam electric field. 

For the transverse coupling impedance the space change term again 

dominates and contains a factor (1 - a2/b2). This term can again be 

minimized by making a and b close to one another. 

The boundary which terminates the space charge field-will consist of an 

array of 2-III~ stainless steel wires top and bottom running longitudinally, 

with plates at the sides in the- bending.magnets. These conductors permit 

the synchrotron magnetic fields to penetrate, but electric fields will 

terminate on the wires and plates. The quadrupole magnets will have no 

plates, just wires over the pole tip areas. 

0. Theory on Beam Induced Electron Multipactorinq, L. Z. Kennedy, LASL 

Beam induced electron multipactoring is the production and 

multiplication of secondary electrons as a result of the transverse 
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