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Figure 4: Computer model of the as-built LANSCE target station. 
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Figure 5: Beam spot shapes 

In what follows, we assume that the beam is centered on target, and we vary its shape. 

Ideally, a circular beam spot on target would probably be the best situation one could imagine, 

Fig.Fi(a). Except f or b earn profile effects, target heating would be uniform azimuthally with 

no temperature gradients other than radial and axial gradients. Past experience at LANSCE 
has shown that if the proton beam is focussed to create a circular beam spot on target, the 
centerline thermocouples in the upper target register rather large temperatures, but energy 
deposition in the cryogenic moderator decreases. The beam was therefore defocussed to reduce 
centerline temperatures to acceptable levels. So far, we have not been able to reconcile in a 

fully satisfactory manner theoretical calculations of target temperatures with the measured 
temperatures. An effort is underway to explore systematically beam spot shapes effects. The 
results described below originate from studies performed in support of this effort. 

The current production beam spot at LANSCE is assumed to be elliptical [9]. The beam 

profile is approximately Gaussian. The standard deviation along the semi-major axis and 

semi-minor axis of the ellipse are or = 3.8 cm and aY = 1 cm, respectively, as measured by 

the thermocouples array above the target window. The semi-major axis is rotated (clockwise) 

15” with respect to the normal to the viewed surface of the cryogenic moderator, Fig.5(b). 
In our computer studies, we simulated these two situations, as well as the situation shown 

in Fig.li(c). I n a 11 cases, the beam was centered on target. The beam profile was cut off at 
three standard deviations, i.e., the beam spot is an ellipse with semi-major axis and semi- 
minor axis equal to 11.4 cm and 3 cm, respectively. The beam was started at the top of 
the LANSCE reflector/shield. Notice that the beam is somewhat too wide to fit inside the 
beam hole, and is therefore truncated by the reflector/shield. Most protons reach the target 
nonetheless because 86.47 % of the protons are contained within 2 standard deviations (and 
this fits easily in the beam hole). Some high-energy protons hit the reflector as may be the 
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Cell 
Moderators 

(9,lOJl) 
Al canisters 

Inner (9,10,11) 

. . 
Energy deposition 1 Energy deposition Total 

High-energy particles Low-energy n 

(MeV/p) (MeV/p) 

Energy deposition 

r rays 
(MeV/p) (Me%4 

Outer (9,10,11) 
Targets 

Upper 
Lower 

0.573 0.665 0.217 1.454 
0.562 0.632 0.187 1.381 
0.721 0.717 0.222 1.659 
0.0597 0.368 0.0201 0.448 

0.567 0.6502 0.248 0.865 2.688 
0.570 0.0467 0.199 0.816 2.587 
0.710 0.0519 0.218 0.980 3.017 
0.553 0.0561 0.293 0.902 1.801 
0.411 0.0394 0.239 0.690 2.048 

246.203 0.484 14.839 261.5 475.6 
204.263 0.375 15.667 219.3 103.4 

Power 
Density 

( WI/PA) 

2.177 
2.202 
2.397 
0.596 

Table 2: Energy deposition for the beam profile shown in Fig.5(a) 

case in practice. 
Tables 2-4 summarize the results of our computer study. In particular, the study confirms 

that the heat load in the cryogenic moderator decreases when going from the production 
beam to a circular beam; energy deposition in the target increases. The energy deposited 
in each cell is the sum of three contributions: The high-energy contribution includes heating 
from inelastic scattering of high-energy (> 20 MeV) primary and secondary particles; The 
low-energy (< 20 MeV) contributions include inelastic scattering of low-energy neutrons, and 
gamma-ray heating. 

The variations in energy deposition either in the targets or in the moderators are rather 
modest, of the order of 10 to 20 %. Although not dramatic, these changes could affect a 
cooling system that is running close to its capacity. Finally, it is probably useful to empha- 
size that the energy deposition from high- or low-energy particles is virtually instantaneous 

compared to the time scale involved for a refrigeration or cooling system to react to a rapidly 
changing heat load. 

Second set of studies : Beam location 
The purpose of this study was to investigate the impact of beam location on target on 

the heat load in targets and moderators. More specifically, we considered extreme conditions 
where, for instance, the proton beam is directed directly to the cryogenic moderator, or hits 
the walls of the proton beam hole halfway down the hole, above the cryogenic moderator. 
These proton beam steering scenarios are somewhat extreme, but they set an upper bound 
on the heating conditions that may exist in the targets and moderators at LANSCE. 

In order to simulate a worst case situation for the hydrogen moderator when the proton 
beam is directed above it, we used the beam spot shown in Fig.5(d) rather than the production 
beam spot. The preceding set of studies has shown that there is little difference between the 
beam spots shown in Figs.5(b), (c), or (d) anyway. F ur th ermore, in order to make the situation 
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(MeV/i) 

0.630 
0.617 
0.674 

(%Wl) 0.0915 0.369 
Al canisters 

Y32z) 
(61718) 

Inner (9,10,11) 
Outer (9,10,11) 

Targets 
Upper 
Lower 

0.525 0.762 0.0467 0.0490 
0.641 0.0495 
0.765 0.0550 
0.557 0.0405 

237.882 0.442 
189.622 0.345 

Cell 
Moderators 

(MeV/p) 

(W92) 0.536 
0.640 
0.679 

(b) Energy deposition Energy deposition 
High-energy particles Low-energy n 

Energy deposition 

r rays 
(MeV/p) 

Total 

0.208 
0.204 
0.218 

0.0756 

(MeV/p) 

1.374 
1.440 
1.571 
0.481 

Power 
Density 

( W/b A) 

2.056 
2.296 
2.270 
0.640 

0.238 0.810 2.517 
0.198 1.009 3.199 
0.206 0.897 2.761 
0.294 1.114 2.224 
0.236 0.834 2.476 

13.589 251.9 458.2 
14.646 211.3 99.6 

Table 3: Energy deposition for the beam profile shown in Fig.S(b) 

(4 

Cell 
Moderators 

(12,1,2) 
(3,435) 
(6>7,8) 

(9,lOJl) 
Al canisters 

(12,1,2) 
(3,415) 
(6,738) 

nner (9,10,11) 
Outer (9,10,11) 

Targets 

Upper 
Lower 

Energy deposition Energy deposition Energy deposition 
High-energy particles Low-energy n 7 rays 

(MeVp) (MeWp) (MeV/p) 

Total 

(MeVp) 

0.566 0.622 0.208 1.396 
0.668 0.613 0.189 1.471 
0.673 0.664 0.215 1.553 
0.0976 0.378 0.020 0.496 

0.546 
0.758 
0.687 
0.844 
0.534 

237.834 0.441 13.663 251.9 458.2 
189.656 0.343 14.619 204.6 96.5 

0.0453 0.238 
0.0471 0.204 
0.0485 0.211 
0.0568 0.285 
0.0405 0.236 

Power 
Density 

(W/iIl.rA) 

2.091 
2.345 
2.244 
0.660 

0.829 2.576 
1.009 3.199 
0.947 2.915 
1.186 2.368 
0.811 2.407 

Table 4: Energy deposition for the beam profile shown in Fig.li(c) 
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A Energy deposition Energy deposition Energy deposition Total Power 
High-energy particles Low-energy n r rays Density 

Cell (MeWp) (MeV/p) (MeWp) (MeV/p) (W%JA) 
Moderator (9,10,11) 0.0796 0.311 0.0168 0.407 0.541 

Al canisters 
Inner (9,10,11) 0.500 0.0311 0.206 0.737 1.471 
Outer (9,10,11) 0.586 0.0458 0.252 0.884 2.624 

Targets 
Upper 192.783 0.349 11.075 204.2 371.4 
Lower 160.927 0.301 13.137 174.4 82.2 

Table 5: Energy deposition in the liquid Hz moderator for proton beam at A, Fig.4 

even worse, we started the beam right above the target, at different locations indicated by 
the letters A to E in Fig.4. So the beam is not truncated as it comes down the beam hole. 
Finally, we tried to spray as many high-energy protons as possible in the immediate vicinity 
of the targets and moderators by defocussing the beam further: The beam profile was cut off 
at 3.7 standard deviations (instead of 3 standard deviations). 

The results are shown in Tables 5-9. Even when the beam is started right above the 
cryogenic moderator, although the energy deposited in the moderator is significantly larger, 
but not by several orders of magnitude - a factor of about 30 at most compared to a beam 

at location A. Notice that the situation corresponding to a beam at location C is not so far- 

fetched in practice. Indeed, the the cryogenic moderator is fed by a large pipe located directly 

above it, and running vertically parallel to the proton beam hole. This large pipe filled with 
liquid hydrogen provides a streaming path to the hydrogen moderator for any proton that 
hits the reflector in the vicinity of the pipe. We have made the requisite changes to our 
target computer model, and are in the process of testing this scenario. This situation is not 
limited to the hydrogen moderators: the other light-water moderators suffer from the same 
problem. The situation where the beam is started at location D is also a distinct possibility, 
should the beam drift towards the wall of the beam hole at some angle. Notice however that 

the effect is not particularly dramatic (if we ignore, for the sake of argument, the presence 

of the liquid hydrogen pipe just mentioned). The moderators are protected by the Ni and 
Be reflector/shield. The total length of Ni/B e above the moderators provides more than a 
stopping length for 800 MeV protons, thereby protecting the moderators against accidental 
excursions of the beam towards the moderators. The results for a beam started at location 
E confirm this. 

Another interesting remark concerns the heat deposited in the moderating medium. From 
Tables 5-9, it is clear that the total energy deposited in the liquid hydrogen itself is a small 
fraction of the energy deposited in the entire moderator (Al canisters + liquid hydrogen). By 
far the largest amount of energy deposited in the moderator is deposited in the Al canisters. 
Of course, in practice, this energy is immediatly removed by the flow of liquid hydrogen in the 
inner canister, and it is the energy deposited in the liquid hydrogen plus the energy deposited 
in the inner canister that is considered in sizing the thermal capacity of the hydrogen circuit. 
The energy deposited in the outer canister is not so readily dissipated. It can only be dissi- 
pated by conduction through the sides of the canister that are directly in contact with the Be 
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B Energy deposition Energy deposition Energy deposition Total Power 
High-energy particles Low-energy n r rays Density 

Cell (MeV/p) (MeV/p) (MeVp) 
Moderator (9,10,11) 

(MeV/p) (V/CIA) I 

Al canisters 

Inner (9,10,11) 

0.240 0.241 0.0102 0.491 0.653 

2.352 0.0400 0.151 2.543 5.077 
Outer (9,10,11) 1 2.417 0.0293 0.128 1 2.574 1 7.641 

Targets I I 
Upper I 0.0944 I 5.150 1 64.216 1 116.8 ) 
Lower 63.605 0.114 8.674 [ 71.793 [ 33.9 

Table 6: Energy deposition in the liquid Hz moderator for proton beam at B, Fig.4 

C Energy deposition Energy depcsition Energy deposition Total Power 
High-energy particles Low-energy n r rays Density 

Cell (MeVp) (MeVp) (MeVp) (MeVp) (WVC~A) _ 
Moderator (9,10,11) 

Al canisters 
Inner (9,10,11) 
Outer (9,10,11) 

Targets 
Upper 
Lower 

3.289 0.200 0.0066 3.496 4.650 

31.839 0.0500 0.101 31.990 63.9 
7.507 0.0282 0.0830 7.618 22.6 

0.983 0.0530 2.945 3.933 7.154 
11.678 0.0592 5.519 17.256 8.137 

Table 7: Energy deposition in the liquid Hz moderator for proton beam at C, Fig.4 

D 

Cell 

Energy deposition Energy deposition Energy deposition Total Power 
High-energy particles Low-energy n r rays Density 

(MeVp) (MeV/p) (MeVp) (MeWp) (WI/PA) 
Moderator (9,10,11) 

Al canisters 
Inner (9,10,11) 
Outer (9,10,11) 

Targets 
Upper 
Lower 

0.289 0.208 0.0109 0.508 0.676 

2.518 0.0366 0.163 2.718 5.426 
1.942 0.026 0.130 2.098 6.228 

65.818 0.106 3.844 69.8 127.0 
55.967 0.101 5.760 61.8 29.1 

Table 8: Energy deposition in the liquid Hz moderator for proton beam at D, Fig.4 

E 

Cell 

Energy deposition Energy deposition Energy deposition Total Power 
High-energy particles Low-energy n r rays Density 

(MeVp) (MeWp) (MeVp) (MeV/p) (WI/~A) 
Moderator (9,10,11) 

Al canisters 
Inner (9,10,11) 
Outer (9,10,11) 

Targets 
Upper 
Lower 

0.0362 0.0616 0.0062 0.104 0.138 

0.337 0.0105 0.0904 0.438 0.874 
0.243 0.0075 0.0649 0.315 0.935 

0.0929 0.0017 1.183 1.278 2.235 
0.396 0.0051 1.195 1.596 0.753 

Table 9: Energy deposition in the liquid Hz moderator for proton beam at E, Fig.4 
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reflector. If anything, this outer canister is the likely candidate for damage following a. proton 
beam excursion. However, even in the worst case described above (location C), there seems 
to be enough heat conduction to keep the outer Al canister at a temperature WI-11 below the 

temperature range where structural damage to the material would compromise its mechanical 

integrity. 
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