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ABSTRACT 

At a recent workshop at Lawrence Berkeley National Laboratory [ 11, members of the interna- 
tional neutron scattering community discussed the performance to be anticipated from neu- 
tron scattering instruments installed at a 1 MW long-pulse spallation source (LPSS). Al- 
though the report of this workshop is long, its principal conclusions can be easily summarised 
and almost as easily understood. This article presents such a synthesis for a 60 Hz LPSS 
with 1 msec proton pulses. We discuss some of the limitations of the workshop conclusions 
and suggest a simple analysis of the performance differences that might be expected between 
short- and long-pulse sources both of which exploit coupled moderators. 

1. Results from the Berkeley Workshop[l] 

The essential results are contained in Table 1. The rows of the table pertain to various types 
of instruments while the columns describe factors which affect the relative performance of 
spectrometers and diffractometers at the LPSS and the ILL, which is the benchmark for this 
comparison. 

Total length, L (m) - except for SANS, the total length of each instrument is chosen to pro- 
vide a wavelength resolution, 61, that matches that traditionally used at a reactor. For pin- 
hole SANS, the instrument length is dictated by the need for angular resolution that matches 
that at the reactor. In the case of NSE, the shortest spectrometer one can imagine building at 
the LPSS still does not have as poor wavelength resolution as is traditionally used at a reactor. 

Chopper pulse length, At (msec) - in some cases, the 1 msec LPSS pulse is too long to allow ’ 

the required wavelength resolution to be achieved with a flight path of reasonable length so a 
pulse-defining chopper must be used. 

Incident wavelength bandwidth, ti (A) - this is the range of wavelengths that is used simul- 
taneously at the LPSS. The maximum possible value of Ah is given approximately by 4.T/L 
where T is the inter-pulse spacing in milliseconds. For all instruments, the counting frame has 
to be reduced from its nominal value of 16.7 msec (for a 60 Hz source) to account for penum- 
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Table 1 

1 Small Angle Scattefirtg I I I I I I I 
- 21 m flight path; 10 A wavelength [ D22 1 21 I 3 I 1.2 I 2.5 1 1 

Amorphous Material Diffraction I D4 1 40 0.019 1.6 1 0.002 1 800 1 0.2 

! ! 1 I I I 
Single C/y&a/ Diffraction 
Laue Diffraction 20 3.2 0.2 16 1 0.5 

Diffuse Scattering D7 20 3.2 0.2 16 1 1 0.2 I 3 x ILL 

High Resolution inelastic Scattering 
- multi-chopper spectrometer 
- time focussed TOF spectrometer 

Conventional Three Axis Machines 
Cold Neutron TAS IN14 1 1 
Thermal/Hot Neutron TAS IN8/INi 1 1 

Augmented Three Axis Machines 
Multi-Analyser TAS (RITA) 

I 

I 30 0.2 1.85 0.13 14 0.3 - 1 

fill Relative 
Detected Aa 

1 

1 
10 
10 
1 

1 
1 

1 

I 

0.25 1 

4 0.5 - 1.0 
3.2 0.5 

0.006 0.07 - 1.0 
0.006 1 

0.25 

I 

0.25 1 

$ incident-wavelength bandwidth, including chopper penumbra effects (or usable bandwidth if this is smaller) 
$5 incident-wavelength resolution (or required resolution if this is larger) 
1 maximum usable incident angular divergence compared to same quantity for reactor experiment 
11 maximum usable detected angular divergence compared to same quantity for reactor experiment 

E 
* time-average flux on sample for LPSS divided by same quantity for a 60 MW reactor. Flux is averaged over appropriate part of time pulse and harmonically averaged 

-)I over wavelength bandwidth. This number also includes monochromator, chopper, guide, and filter transmissions. 
** relative dynamic range of LPSS and reactor spectrometers if restricted by repetition frequency 

1 MW LPSS 
Performance 

0.6 x ILL 
1 XILL 

0.6 x ILL 
6x ILL 
5 x ILL 

0.6 x ILL 

1.5 x ILL 

2 - 4 x ILL 
1.6 x ILL 

0.25 - 4 x ILL 
4 x ILL 

1 x ILL 

0.7 - 2.5 x ILL 
0.8 - 3.2 x ILL 

0.4 x ILL 
0.2 x ILL 

1 - 3.5 x ILL 



bra effects. In one case (the augmented three-axis spectrometer) the counting frame has been 
reduced even further to avoid contamination from fast neutrons, although this might not be 
necessary if this spectrometer were to be located on a curved guide. If the useful wavelength 
bandwidth does not correspond to the entire measurement frame - as, for example, in the 
case of three axis spectrometers where only one (Q,E) point is measured - it is the useful 
bandwidth that appears in this column of the table. 

Incident wavelength resolution, 6h (A) - whether the pulse width used at the LPSS is set by 
the neutron source or a chopper, the wavelength resolution is given by 6h = 4.AT/L. In two 
cases - SANS and NSE - the wavelength resolution provided by the untailored pulse from 
the LPSS is too good. In this case, the resolution that would be used in a corresponding ex- 
periment at a reactor is entered in the table. 

TOF Gain - this is simply the ratio of wavelength bandwidth, M, to wavelength resolution, 
6h, and reflects the number of different wavelengths which are used simultaneous at the 
LPSS. When a pulse-defining chopper is used at the LPSS, the TOF gain is increased from 
the inverse of the source duty factor (i.e. l/O.06 = 17) by a factor of l/At. The average flux on 
the sample is reduced by the same factor. 

Relative incident angular bandwidth - this column contains the ratio of the incident angular 
bandwidth at LPSS to that at a reactor. With the exception of specular neutron reflection, in- 
cident angular bandwidth and incident angular collimation are the same, reflecting the fact that, 
for conventional neutron instruments, one has no method of coding the angle of incidence of 
neutrons within a divergent beam. Various focusing techniques are used to increase the inci- 
dent angular bandwidth. At reactors, vertically (and in rare cases, horizontally) curved mono- 
chromators provide divergences of up to 5’ (FWHM). At pulsed sources, optical elements 
such as converging guides are used to increase angular bandwidth. Such guides are limited to 
providing an angular divergence (FWHM) that is about 6 times the nickel critical angle, or c- 
0.6 ho. Even for cold neutrons, this divergence is generally less than that which can be ob- 
tained with focusing monochromators. However, for some applications - such as specular 
neutron reflection - increased horizontal and vertical angular bandwidth can be used at a 
pulsed source, while only increased vertical divergence is available at a reactor without af- 
fecting monochromatisation. 

Relative detected angular bandwidth - this column contains the ratio of the detected angular 
bandwidth at the LPSS to that at a reactor. In most cases this ratio is unity, reflecting the fact 
that the same secondary spectrometer is used at both types of source. However, for wave- 
length-dispersive powder diffraction at the LPSS, it is sometimes possible to use very high 
angle detectors which can accept neutrons scattered into a large solid angle without affecting 
resolution. In the case of Laue diffraction, participants at the Berkeley workshop thought it 
likely that image plate technology would allow neutrons to be detected within a solid angle 
that is about twice as Zarge as could be detected with conventional detectors at a pulsed 
source. 

Relative flux on sample - this column contains the ratio of the time-averaged neutron flux 
incident on a sample at the LPSS to that at the ILL. There are a number of effects that have 
to be considered to derive this number: 
l the time averaged cold flux of a 1 MW LPSS is 25% of that of the ILL and the time- 

averaged thermal and hot fluxes are both about 12% of the ILL. 
l for those instrument - like IN5 or IN6 - that see the peak flux at the LPSS, the relative 

cold flux is about 4 times higher at the LPSS than at ILL. 
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l for those instruments which use a pulse-defining chopper at the LPSS but do not use a 
chopper at the ILL, the flux on the sample is reduced by the ratio of At and the natural 
pulse length of the source (1 msec). If the pulse-defining chopper cuts off the pulse tails 
there may be an additional reduction in intensity. 

l transmission through monochromators and filters at the reactor and through choppers at 
the LPSS are considered here, as is guide transmission in appropriate cases. 

l the intensity of the incident neutron beam is averaged over the incident wavelength band 
(the harmonic average turns out to be appropriate [2]). 

Relative dynamic mnge - in some cases, notably for chopper spectrometers such as IN5, 
IN6, INlO, and IN4C, the 60 Hz repetition rate of the LPSS may yield a dynamic range in 
energy transfer which is larger than that used at the reactor. Depending on the experiment, 
this may be a disadvantage for the LPSS. 

Overall Performance - the overall performance for neutron scattering relative to ILL is ob- 
tained by taking the product: (relative dynamical range) x (relative flux) x (relative detected 
angular bandwidth) x (relative incident angular bandwidth) x (time-of-flight gain). This num- 
ber is given in the final column of the Table. The values given are in substantial agreement 
with those derived at the LBNL workshop. 

The relative performances contained in the Table are those that apply to LPSS and ILL in- 
struments with similar resolution in the important dimensions of Q and E space. It is worth 
emphasizing that the comparisons are for unoptimised instruments - we have simply tried 
to mimic a reactor experiment at an LPSS without trying to make any qualitative changes that 
would improve performance. 

2. Resolution of LPSS and CW Instruments 

The results of the Table assume that it is reasonable to compare instruments which have the 
same FWHM wavelength resolution, 6h, and that one does not need to account for the differ- 
ent shapes of the wavelength-resolution functions at reactors and the LPSS. To address the 
effects of pulse shape on wavelength resolution we make use of work by Sivia, Silver, and 
Pynn [3], who postulated that 

could be used as a figure of merit when a neutron scattering instrument is used to obtain in- 
formation on scale At = 2x/o from a measurement made with a resolution function f(t) whose 

Fourier transform is j(o). In this expression, Nn is the background, Ns is the signal, and $r 
is the source flux. 

In any neutron scattering instrument, the complete resolution function is obtained by convo- 
luting the various contributions that arise from wavelength uncertainties, collimations etc. 
Since the FOM is proportional to the squared modulus of the Fourier transform of the resolu- 
tion function, it will involve a product of terms arising from the various sources of resolution. 
We may thus compare the performance of instruments whose wavelength resolution func- 
tions have different shapes by considering the contribution to the FOM from wavelength 
resolution alone, provided the other sources of resolution are the same for the instruments we 
are comparing. 
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Figure 1 shows two resolution functions which have the same integral intensity and the same 
FWHM - a Gaussian which is supposed to represent wavelength resolution at a reactor in- 
strument and an Ikeda-Carpenter [4] form for a liquid hydrogen moderator with a decay time 
constant of 700 ysec, folded with a 1 msec proton pulse to represent the LPSS wavelength 
resolution. We have evaluated the FOM given above with the background term Nn set to 
zero for both of these resolution functions and display the results in Fig 2. The horizontal 
axis in Fig. 2, called o, is the Fourier inverse of h. The units are chosen so that one wave- 
length unit in Fig 1 maps to o = 2 n: in Fig. 2. Except for the sharp dip in the LPSS FOM, 
the two curves are fairly similar for values of o < 2 K, indicating that it is reasonable to use 
the FWHM as a measure of resolution when comparing instruments at a reactor and an LPSS. 
Thus, the performance Table is expected to be reasonably accurate, in spite of the different 
shape of the wavelength resolution function at the two types of source. 

Figure 1. Normalised wavelength resolution functions for a reactor source (Gaussian) and au LPSS. 

Figure 2. The natural logarithm of the FOM for Gaussian (solid curve) and LPSS (dashed curve) resolution 
functions is plotted against the Fourier variable W. 

The sharp dip in the FOM for the LPSS deserves comment. It arises from the fact that the 
proton pulse is assumed to be rectangular in shape. Since this pulse is convolved with the 
Ike&-Carpenter form to obtain the overall LPSS pulse shape, the Fourier transform of the 
LPSS pulse will always have zeroes at multiples of 2 x times the width of the proton pulse 
(taken as unity in plotting Figure 2). This means, of course, that one cannot measure this 
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Fourier component of a signal. One way to understand this a little better is to imagine a 
signal composed of equally spaced delta functions - a comb. If the spikes are separated by a 
distance x and they are measured using a “top hat” resolution function of width x, the meas- 
ured signal will always be constant, wherever one centers the resolution function, 

Before one condemns such a resolution function as useless one should realise that the same 
effect occurs for a triangular resolution function and that such a shape is highly prized on the 
spectrometer IN5 at ILL. The point is that although one cannot measure a few localised 
Fourier components using triangular or rectangular resolution functions, these functions have 
the advantage of facilitating measurement of high-o Fourier components. This fact is also 
clear from Figure 2, where the Gaussian resolution function dies at large values of o while the 
envelope of the LPSS resolution function preserves a fairly high value. In a Maximum En- 
tropy type of data analysis [5], one would expect it to be easier to obtain reliable estimates of 
a few missing Fourier components than to divine the entire high frequency part of the map. 
In sum, the LPSS resolution function is probably preferable to a standard Gaussian because 
its leading edge is sharper. 

3. Comparing Neutron Scattering Instruments at SPSS and LPSS 

It is tempting to ask whether the results shown in the Table can be applied to instruments at 
an SPSS with coupled moderators. To answer this question, we first examine the pulse 
shapes that one might expect from SPSS and LPSS. These are shown in Figure 3. The upper 
part of the Figure shows Ikeda-Carpenter pulses for a liquid hydrogen moderator with a stor- 
age time constant of 300 psec. The lower part displays pulses with a decay constant of 700 
psec. As Russell et al demonstrate elsewhere in these proceedings, the longer time constant is 
more typical of a coupled, strongly reflected target/moderator system (CSR), while the 
shorter one might refer to a coupled weakly-reflected system (CWR). Simulations show that 
the CSR provides about twice the integrated intensity of the CWR and this fact has been ac- 
counted for in plotting Figure 3. 

The first conclusion one can draw from Figure 3 is that there is little point in strongly cou- 
pling the moderators at an SPSS if one is only interested in peak intensity - the peak value 
changes very little with increasing decay constant. Thus, for an instrument such as IN5, one 
could equally well use either CSR or CWR target systems at an SPSS. This is not true for the 
LPSS, which gains with a CSR target system. The reason for this is clear - because the 
LPSS pulse is derived by convolving a rectangular proton pulse with an SPSS pulse, the long 
tail of the latter contributes to the peak intensity of the LPSS pulse. 

The bottom line from Figure 3 is that an SPSS of a given power and repetition rate is less than 
a factor of two better than an LPSS of the same power and repetition rate for instruments, 
like IN5 and IN6, which depend on the peak neutron flux. 

Other instruments listed in the Table attain their performance gains over a CW source because 
they benefit from the full TOF gain given by the inverse duty cycle of the source. While one 
has to be careful extrapolating this argument to sources with lower and lower duty cycles 
(cf the article on reflectometry by Fitzsimmons in these proceedings), Figure 3 tells us what 

happens if the full TOF gain is relevant. 

The relative TOF gains for the various pulses are given by the inverse ratios of their 
FWHMs, at least to the level of approximation in the Table. Measuring the peaks in Figure 
3, one finds TOF gains in the ratio SPSS(300):SPSS(700):LPSS(300):LPSS(700) of 
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Figure 3. Pulse shapes for SPSS (dotted curve) and LPSS (solid curve) with difXit time constants. In the 
upper panel the decay constant is 300 I.Lsec corresponding to a coupled, weakly-reflected tar- 
get/moderator system (CWR) while in the lower panel the decay constant is 700 wet, a value more 
typical of a strongly reflected system (CSR). The integrated intensity of the pulses in the lower panel 
is twice that of those in the upper panel. 

4.2:2.2:1 .l:l. The obvious conclusion is that, once more, there is little point in strongly cou- 
pling the target/moderator system at an SPSS. By doing so, one loses a factor of almost two 
in TOF gain and picks up the same factor in integrated intensity. For the LPSS on the other 
hand, the loss of TOF gain from strong coupling is about lo%, while the gain in overall inten- 
sity is a factor of 2. 

The bottom line is that for instruments which can benefit from the full TOF gain, the SPSS 
with either a CWR or CSR target system performs about twice as well as a LPSS of the same 

power and repetition rate. An important caveat on this statement is that, for equal resolution, 
the SPSS will have about 4 times the dynamic range per measurement as the LPSS. The 
whole of this range must contain equally useful information for the performance comparison 
stated above to be true. 

4. Pulse Shapes at SPSS and LPSS 

Another instructive exercise is to compare FOM’s for SPSS and LPSS pulse shapes. This is 
done in Figure 4 for a 300 psec decay constant. Results for a 700 psec decay constant are 
very similar. One sees that for measuring structure on a scale of a few times the FWHM of 
the resolution function (which is what a neutron scattering instrument is generally designed to 
do), the LPSS pulse shape in to be preferred. This is actually not very surprising when one 
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looks at the relative contributions of the pulse tails to the two peak shapes. Since the inte- 
grated intensity produced by both LPSS and SPSS is the same by construction, the FOMs for 
measuring integrated intensity (i.e. the values of the FOMs at o = 0) are identical for the two 
sources. For structure on a scale significantly finer than the FWHM (i.e. for large values of 
o), the SPSS line shape is somewhat better because its sharp leading edge preserves high 
Fourier components of the signal. 

Figure 4. Natural logarithm of the FOM for the SPSS (solid line) and LPSS (dashed line). 

Figure 5 shows the FOMs for SPSS and LPSS pulse shapes with 700 psec decay constant on 
a linear (as opposed to logarithmic) scale. Recalling that the FOM is inversely proportional 
to the measurement time required to achieve a given accuracy, one sees that for measuring 
structure on a scale of two or three times the FWHM of the resolution function (i.e. for val- 
ues of 2 to 3 on the abscissa of Figure 5), the LPSS out-performs the SPSS by a factor of two 
or more, effectively canceling the TOF gain noted above for the SPSS. 

Figure 5. FOMs for SPSS (solid line) and LPSS (dashed line) on a linear scale. A 700 j&ec decay constant 
was used for both pulses. 

It is worth noting that the LPSS offers in principle, the possibility of tuning the FOM by 
tailoring the shape of the proton pulse, a problem we will treat in more detail in a forthcoming 
paper. 

We have chosen to use the Ikeda-Carpenter form for the pulse shape at a spallation source 
because it provides a simple analytic expression that is easily Fourier transformed and inte- 
grated. However, we do not expect our quantitative results to depend very strongly on this 
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choice because it mimics rather well the exponential tail of the pulse - at least out to a time 
of order the proton pulse width at an LPSS. A minor change in pulse shape will not affect 
our qualitative conclusion that the effects of pulse tails on resolution need to be carefully con- 
sidered in the design of both LPSS and SPSS and that these effect may substantially modify 
simple minded comparisons based only on peak flux arguments. 

5. Conclusion 

We have shown that simple scaling arguments involving few variables can be used to provide 
a first approximation to the comparison of instrument performance at LPSS and CW sources. 
In addition, we have demonstrated that a comparison of performance at SPSS and LPSS 
sources is more complex. It appears that the best target/moderator system for an SPSS de- 
signed for low-resolution studies will be a coupled, weakly reflected system. At an LPSS, a 
coupled, strongly reflected system is preferred. For SPSS and LPSS sources of equal power 
and repetition rate, the calculations presented here do not predict large performance differ- 
ences for instruments at the two sources. Nevertheless, detailed Monte Carlo simulations 
will be required to reach firm, quantitative conclusions. 
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